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COMMERCIAL POTTED DISTRIBUTION TRANSFORMER
Cust. Ref.
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Serial No.
HV /HT 240X480V  2.2X1.1A| No. de serie
Part No.
BIL | — | No. de pié(ge C1FCSO0LE
TERM.
BORNES H1 HS HZ H4 PHASE 1
kVA 0.5
LV/BT 120/240V  4.2/21A
Bl | = TYPE Q
Cooling
TERM. idi ANC
it [ X8 X2 X3 X1 ] el .
Classe de Temp. 130 C
X ) e [ 80 de
¢ ¢ Impédance %
3 X4 X2 X X3 X1 Encl. Type 3R
g Type de bottier
3 Poids 1Ds/kg 15/7
8” 03425 H 09069 HZ
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THIS DRAWING CONTAINS STRICTLY CONFIDENTIAL INFORMATION BELONGING TO HAMMOND POWER SOLUTIONS AND MUST NOT BE DISTRIBUTED OUTSIDE AUTHORIZED PARTIES.
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FRONT & BOTTOM PANEL IS HINGED FOR ACCESS TO

TERMINALS, BOTTOM MOUNTING HOLES AND REAR KNOCKOUT.

All Dimensions in inches
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SIDE VIEW

=— 5.56 ——I

ANSI| 61 GREY — OUTDOOR

= 2.00

CUSTOMER NOTES:

— HV TERMINATED AT #
— LV TERMINATED AT #

8 AWG LEAD WIRE
8 AWG LEAD WIRE
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