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COMMERCIAL POTTED DISTRIBUTION TRANSFORMER
Cust. Ref.
Réf. du client
Serial No.
HV /HT 600V 0.9A No. de série
Part No.
BIL | _ | No. de pizce | CTFCOOPE
TERM.
BORNES HT H2 PHASE 1
kVA 0.5
LV/BT 12@/240\/ 4.2/2.1A
oL | — TYPE Q
Cooli
JTERM. X4 X2 X3 X Refroidissement ANC
Temp. Class .
Classé de Temp. 130 C
H1 H2 H1 H2 Freaqauenc
Frealuenc)é 60 Hz
Impédance %
3 ‘C
8 Encl. Typ
“ m e [
g Poids 1bs/kg | 18.8/8.5
H 3 25 H 9353 HZ
FABRIQUE AU
CANADA
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THIS DRAWING CONTAINS STRICTLY CONFIDENTIAL INFORMATION BELONGING TO HAMMOND POWER SOLUTIONS AND MUST NOT BE DISTRIBUTED OUTSIDE AUTHORIZED PARTIES.
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FRONT & BOTTOM PANEL IS HINGED FOR ACCESS TO

TERMINALS, BOTTOM MOUNTING HOLES AND REAR KNOCKOUT.

All Dimensions in inches
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CUSTOMER NOTES:

— HV TERMINATED AT #18 AWG LEAD WIRE
— LV TERMINATED AT #18 AWG LEAD WIRE
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