hammond €.@.: .-«

FPOWER SOLUTIONS
GUELPH,ONT  BARABOO,WI

E61431

COMPTON,CA MONTERREY,MX

MADE IN CANADA

HPS Centurion S —

S Phase SineWave Filter

RATING (HP)
SYS. VOLTAGE
FREQ. (Hz)

CURRENT(AMP)

TEMP. RISE °C

TEMP. CLASS °C

250

480

90

505

130

220

PART NO. CS1K0305C
TYPE SR—-4 ANN

WDG MATERIAL CU

WEIGHT Ibs/kg | 400/182

CUST. REF.

SERIAL NO.

ENCL. TYPE SR
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THIS DRAWING CONTAINS STRICTLY CONFIDENTIAL INFORMATION BELONGING TO HAMMOND POWER SOLUTIONS AND MUST NOT BE DISTRIBUTED OUTSIDE AUTHORIZED PARTIES.
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SIDE VIEW

FRONT VIEW
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INPUT TERMINAL DETAIL

OUTPUT TERMINAL DETAIL
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MATERIAL: 1/4” THICK CU.
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MATERIAL: 1/4” THICK CU.

CUSTOMER NOTES:

— INPUT TERMINATED AT TOP FRONT
— OUTPUT TERMINATED AT BOTTOM FRONT
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